Nitrogen is an inert gas available in the air and is widely used in industry and food storage technology. Commonly, it is separated by air refrigerant liquefaction and fractional distillation techniques based on different boiling temperatures of components in the mixed air. Currently, selective adsorption techniques by molecular sieve materials are studied and applied to separate gases based on their molecular size. In this paper, we simulate and investigate the effect parameters in a single fixed-bed model of a nitrogen gas generator using carbon molecular sieves, following pressure swing adsorption. This study aims to identify the effect of changing parameters so as to select the optimal working conditions of a single fixed-bed model, used as a basis for equipment optimization.
Introduction
In the literature, many studies on molecular sieve adsorption materials, the pressure swing adsorption process, and nitrogen gas generators have been published adopting diverse perspectives. Currently, many manufacturers all over the world create nitrogen gas generators to supply the open market. However, the results of simulations and experimental investigations into the technological parameters of a single fixed-bed device are very limited. Thus, most of these parameters are still known only by manufacturers due to the copyright of molecular sieve adsorption materials and equipment, without clarification via experiment [1] .
In [2] , a single-bed N 2 gas generator using pressure swing adsorption (PSA) was simulated and investigated to present the material equilibrium equation describing the change in concentration of substance adsorbed in the gas phase and solid phase over time upon changing the height of the bed.
The Model and Theoretical Basis
In this section, there are many symbols used to represent the mathematical, physical and chemical quantities, all their meanings can be seen detail in the Abbreviations.
The Model
Carbon molecular sieves (CMS) are basically a type of activated carbon, but the area of pore size distribution is very narrow, so it can selectively adsorb according to its molecular size (sieve, see Figure 1 ). The majority of carbon molecular sieves on the market today are made of anthracite coal with a tightly controlled activation process. The capillary structure can be modified by subsequent heat treatment process including cracking of hydrocarbons in the micropore and partial gasification under strict control conditions. Thus, the carbon molecular sieve obtained has an effective pore diameter ranging from 0.4 to 0.9 nm, but the porosity and adsorption capacity will be lower than that of conventional activated carbon. The largest application on an industrial scale is air separation. Surprisingly, surface oxidation by oxygen adsorption does not affect the efficiency of the separation process. It is also used in the process of hydrogen purification or the cleaning of gas mixtures [15] [16] [17] [18] .
This paper is divided into five main sections. A brief introduction is given in Section 1. The model and theoretical basis are presented in Section 2. Calculations and simulations are presented in Section 3. Experimental results and discussions are given in Section 4. Finally, Section 5 concludes some of the remarkable results of this work.
The Model and Theoretical Basis
The Model
Carbon molecular sieves (CMS) are basically a type of activated carbon, but the area of pore size distribution is very narrow, so it can selectively adsorb according to its molecular size (sieve, see Figure 1 ). The majority of carbon molecular sieves on the market today are made of anthracite coal with a tightly controlled activation process. The capillary structure can be modified by subsequent heat treatment process including cracking of hydrocarbons in the micropore and partial gasification under strict control conditions. Thus, the carbon molecular sieve obtained has an effective pore diameter ranging from 0.4 to 0.9 nm, but the porosity and adsorption capacity will be lower than that of conventional activated carbon. The largest application on an industrial scale is air separation. Surprisingly, surface oxidation by oxygen adsorption does not affect the efficiency of the separation process. It is also used in the process of hydrogen purification or the cleaning of gas mixtures [15] [16] [17] [18] . In this study, carbon molecular sieves (CMS-240) is selected to study the adsorption process in a column of N2 gas generator working according to PSA pressure change cycle [15] [16] [17] [18] . Material CMS-240 means that it can produce 240 m 3 /h.1ton CMS (N2 99.5%) at standard conditions. The capacity of the column is 14 L/minute N2 99.5% at standard conditions The construction of a single fixed bed experimental model is shown in Figure 2 , including the following main equipment:
-F1-primary filter; C1-piston compressor; T01-compressed air tank; D1-column of silica gel to remove water steam; F2-secondary filter; -B1-adsorption column (D × H = 102 × 950 mm) contains 3.5 kg CMS-240; T02-N2 gas product tank; -FM01-mass flow sensor to measure gas feed; FM02-mass flow sensor to measure N2 gas product with the purpose of measuring the change of flow over time and determine the amount of adsorption is an important parameter showing the adsorption capacity of the material. -CT02-nitrogen gas concentration sensor to measure nitrogen gas concentration output with the purpose of measuring the change in gas concentration N2 at the output of the column over time and pressurization time, adsorption time, discharge pressure time, and desorption time. In this study, carbon molecular sieves (CMS-240) is selected to study the adsorption process in a column of N 2 gas generator working according to PSA pressure change cycle [15] [16] [17] [18] . Material CMS-240 means that it can produce 240 m 3 /h.1ton CMS (N 2 99.5%) at standard conditions. The capacity of the column is 14 L/minute N 2 99.5% at standard conditions. The construction of a single fixed bed experimental model is shown in Figure 2 , including the following main equipment: -F1-primary filter; C1-piston compressor; T01-compressed air tank; D1-column of silica gel to remove water steam; F2-secondary filter; -B1-adsorption column (D × H = 102 × 950 mm) contains 3.5 kg CMS-240; T02-N 2 gas product tank; -FM01-mass flow sensor to measure gas feed; FM02-mass flow sensor to measure N 2 gas product with the purpose of measuring the change of flow over time and determine the amount of adsorption is an important parameter showing the adsorption capacity of the material. -CT02-nitrogen gas concentration sensor to measure nitrogen gas concentration output with the purpose of measuring the change in gas concentration N 2 at the output of the column over time and pressurization time, adsorption time, discharge pressure time, and desorption time. -TT01, TT02-temperature sensors to measure the input/output temperature of a single fixed bed model to determine the temperature difference through the column. -PT-01/06: six pressure sensors installed according to the bed height (10 cm/1 sensor), and the purpose is to measure the pressure change according to the height of the bed and over time.
These sensors are deeply inserted into the center of the bed to measure the different pressure between absorbent layers (fitting at the edge of the column will be no difference in pressure). -TT01, TT02-temperature sensors to measure the input/output temperature of a single fixed bed model to determine the temperature difference through the column. -PT-01/06: six pressure sensors installed according to the bed height (10 cm/1 sensor), and the purpose is to measure the pressure change according to the height of the bed and over time. These sensors are deeply inserted into the center of the bed to measure the different pressure between absorbent layers (fitting at the edge of the column will be no difference in pressure).
-
The V1 and V7 control valves (on/off; normal close), according to the settings and measurement parameters, are transmitted to S7-1200 PLC computer and recorded on the computer with control monitoring by SCADA interface programmed by WinCC V14. The real model of this study is shown in Figure 3 . To operate this equipment as a single fixed bed model, herein, we use two valves V1 and V7, and the other valves are completely closed. The real model of this study is shown in Figure 3 . To operate this equipment as a single fixed bed model, herein, we use two valves V1 and V7, and the other valves are completely closed. 
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The Theoretical Basis
Research on materials and calculations, design and manufacture of laboratory equipment model, and the studied mathematical can be seen in [1] [2] [3] [4] [5] [6] [7] [8] [9] [10] [11] [12] [13] [14] , which are based on the balance of materials, energy, and momentum equations to find equations to change pressure over time and the height of the bed by analytic transformations. However, to study the rule of changing the technological parameters of a single bed in the equipment, it is necessary to implement the experimental plan as follows:
+
Survey 1 column with different pressures to achieve the highest concentration of N2 gas with hypothetical pressure, adsorption and desorption time to determine the real-time parameters and best working conditions of the column. +
Determining the optimal working mode of the column.
Now we have some governing equations as follows
-First, the material equilibrium equation describing the change of the adsorbent concentration (O2) changes over time and according to the height of the column is expressed as:
Equation (1) can be completely solved by Matlab to simulate the change of the concentration according to the height of the column when determining the porosity parameters (ε), axial diffusion coefficient (DL) and speed apparent (u) by analysis, calculation, and experiment. But testing by experiment is difficult because it is hard to install a device that measures the exact concentration according to the height of the column.
For ideal gas (Ci = yiP/RT), Equation (1) is transformed into following forms: 
The Theoretical Basis
+
Survey 1 column with different pressures to achieve the highest concentration of N 2 gas with hypothetical pressure, adsorption and desorption time to determine the real-time parameters and best working conditions of the column. +
Determining the optimal working mode of the column. Now we have some governing equations as follows -First, the material equilibrium equation describing the change of the adsorbent concentration (O 2 ) changes over time and according to the height of the column is expressed as:
Equation (1) can be completely solved by Matlab to simulate the change of the concentration according to the height of the column when determining the porosity parameters (ε), axial diffusion coefficient (D L ) and speed apparent (u) by analysis, calculation, and experiment. But testing by experiment is difficult because it is hard to install a device that measures the exact concentration according to the height of the column.
For ideal gas (C i = y i P/RT), Equation (1) is transformed into following forms:
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Equations (2) and (3) describe the change of concentration, pressure, and temperature over time and the height of the column. Solving these equations is very complex; it is often considered that the process is isothermal (for the PSA cycle) and isometric (for the TSA cycle).
In this work, the studied column working under the PSA cycle is considered as an isothermal adsorption process. In order to simulate and verify this model, we must build an equation that describes the change of pressure over time and the height of the column. Respond to the empirical model developed to measure the pressure according to the height of the column.
Results of the analytic changes from changes in concentration to pressure changes as follows For adsorption process we have:
For desorption process we have:
Equations (4) and (5) describe the change of pressure over time and according to the height of the column, which depend on the adsorption constant, porosity, axial diffusion coefficient, and speed. These parameters are determined by analysis, calculation, and experiment. This equation will be solved by Matlab. Equation (5) is one case of Equation (4) when porosity ε = 1 in the case of desorption.
-
Thermal equilibrium equation is expressed as follows:
Loss of heat through the column wall is defined as
where
. The amount of heat expected during the adsorption process is very small, the heat generated during the adsorption process and the steaming process completely passes through the column wall. Herein, the temperature of the column will change insignificantly over time and along the height of the column, so the process is considered as an isothermal state. Then, Equations (6) and (7) are only theoretical and not experimental.
The momentum equilibrium equation according to Eugrun's is expressed as follows
Equation (8) describes the change of pressure according to the height of the column, in addition, it depends not only on parameters such as particle size and porosity, but also it depends on the velocity of the gas flow through the column. In the theoretical calculation, it is usually taken at a constant speed however, in practice, this experimental speed can change up to 20% caused by O 2 being adsorbed. So, the error between theory data and experiment data can reach 20%. The Langmuir-Freundlich adsorption equilibrium equation is predicted as
in which
Equation (9) describes the adsorption load depending on the equilibrium constant, the equilibrium adsorption load and the pressure, temperature. These parameters can be determined experimentally and calculated in the case of isothermal.
In this work, the simulation of the change of pressure according to the height of the column and with the Equations (4) and (5) are established. We must determine the parameters of the model such as porosity, axial diffusion coefficient, and speed to find the solution of the above equations with the initial conditions and given boundary conditions.
For the adsorption process, Equation (4) has some fundamental conditions as follows:
The partial pressure at (z = 0, t = 0) is p(z, t = 0) = 0. + Boundary conditions: According to Danckwerts standards, we have:
The partial pressure at all times in input position and output of adsorption column are: at z = z;
where p d is the partial pressure of the adsorbed material in the adsorption column at z = L;
where t c is the duration of the adsorption cycle. For the desorption process, Equation (5) has some fundamental conditions as follows:
The partial pressure at (z = 0, t = 0) is:
Boundary conditions: According to Danckwerts standards, we have:
where p d is the partial pressure of the adsorbed material in the adsorption column at x = L;
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where t c is the duration of the adsorption cycle.
In this study, we will not simulate the adsorption process. Because when the simulation time is set, this process is very similar to the adsorption process.
Calculation and Simulation Results
Calculation to determines the porosity of the column [16] [17] [18] [19] includes some steps as follows +
Determining bulk density ρ b = 0.676 g/cm 3 , particle density ρ p = 0.78 g/cm 3 and solid density ρ s = 2.174 g/cm 3 by means of volume, mass weighing, and pycnometer.
The porosity of the column is determined in the following Table 1 . 
Determining the air velocity through the column [16] [17] [18] [19] can be expressed as:
When the total pressure reaches the critical pressure, the free step of the gas molecule is approximately the capillary size. Diffusion follows both the Knusen diffusion and molecular diffusion mechanisms:
+
Diffuse in transition zone [16] [17] [18] [19] is:
+ Molecular diffusion [16] [17] [18] [19] is:
+ Flow diffusion (Knusen) [16] [17] [18] [19] is:
From (11)-(13) we determine the basic parameters of the models (4) and (5) following pressure and temperature:
From the results from Tables 1 and 2 we can simulate adsorption column according to the change of partial pressure of adsorbed material over time and in column height in case of unstable working column V1, V2 are open, the installation time is 460 s to observe the maximum capacity of the column at a pressure from 1 bar to 8 bar. In this paper we only give results at pressures of 5 bar, 5.5 bar and 8 bar for discussion. By simulating results at pressure of 5 bar by Matlab with initial conditions and boundary conditions above, we have the partial pressure of O 2 initially of 1 bar (corresponding to 20% of the mole of the initial 5 bar gas mixture) with t = 460 s: Figure 4 shows that the partial pressure of the adsorbent (O 2 ) decreases over time and according to height of the column corresponding to the gradual reduction of the adsorbed concentration (O 2 ). This means that the concentration of N 2 increases gradually at the output of the column. By simulating results at pressure of 5 bar by Matlab with initial conditions and boundary conditions above, we have the partial pressure of O2 initially of 1 bar (corresponding to 20% of the mole of the initial 5 bar gas mixture) with t = 460 s: Figure 4 shows that the partial pressure of the adsorbent (O2) decreases over time and according to height of the column corresponding to the gradual reduction of the adsorbed concentration (O2). This means that the concentration of N2 increases gradually at the output of the column. Figure 5 shows that the partial pressure 0.91 bar of the adsorbent is reduced to the lowest at 0.65 m height (the end of the column), and the corresponding pressure loss through the column is approximately 0.1 bar. Figure 6 shows that the partial pressure starts to increase only after about 30 s. It means that at that time the column is saturated, the adsorption capacity decreases. Pressure at 460 s time decreases by approximately 0.1 bar.
Next, by simulation results at maximum pressure of 5.5 barby MATLAB with initial conditions and boundary conditions above, we have the partial pressure of O2 initially of 1.1 bar (corresponding to 20% of the mole of the initial 8 bar gas mixture) with t = 460 s. Figure 5 shows that the partial pressure 0.91 bar of the adsorbent is reduced to the lowest at 0.65 m height (the end of the column), and the corresponding pressure loss through the column is approximately 0.1 bar. Figure 6 shows that the partial pressure starts to increase only after about 30 s. It means that at that time the column is saturated, the adsorption capacity decreases. Pressure at 460 s time decreases by approximately 0.1 bar.
Next, by simulation results at maximum pressure of 5.5 barby MATLAB with initial conditions and boundary conditions above, we have the partial pressure of O 2 initially of 1.1 bar (corresponding to 20% of the mole of the initial 8 bar gas mixture) with t = 460 s.
The following Figures 8 and 9 are the 2D sections of Figure 7 The following Figures 8 and 9 are the 2D sections of Figure 7 at the time t = 60 s and at the height of column h = 0.65 m.
Similar to the case of 5 bar, but the partial pressure decreases with time and the column height is faster, Figure 7 almost likes Figure 4 . Similar to the case of 5 bar, but the partial pressure decreases with time and the column height is faster, Figure 7 almost likes Figure 4 . Figure 8 shows that the partial pressure of the adsorbent (O 2 ) decreases signifficantly at the output. This may be the optimal working point of the model (4) . Drop pressure through column is 0.148 bar. The following Figures 8 and 9 are the 2D sections of Figure 7 at the time t = 60 s and at the height of column h = 0.65 m.
Similar to the case of 5 bar, but the partial pressure decreases with time and the column height is faster, Figure 7 almost likes Figure 4 . Figure 9 shows that partial pressure starts to increase after about 25 s. It means that when the column is saturated, the adsorption capacity decreases. The pressure at 460 s has increased by approximately 0 bar. That means the partial pressure (O 2 ) at the output of the column is (O 2 ) air feed. This confirms again that the pressure of 5.5 bar is the optimal value. Adsorption time is about 25 s. For simulation results (by Matlab) at maximum pressure of 8 bar with initial conditions and boundary conditions, the partial pressure of initial O 2 gas is 1.6 bar (corresponding to 20% of the mole of the initial 8 bar gas mixture) at t = 460 s.
Similar to the case of 5 bar, but the partial pressure decreases with time and the column height is faster, Figure 10 indicates a larger slope.
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Drop pressure adsorption and desorption processes are expressed as follow
Drop pressure through the particle layer is expressed as
Total drop pressure through a bed is defined as 
The calculated results of drop pressure at 5 bar, 5.5 bar, and 8 bar are, respectively, 0.2 bar, 0.16 bar, and 0.14 bar. This calculation result has a slight difference compared with the simulation. Both of these results are very good data to reference with the experimental results given below. Figure 11 shows that the partial pressure 1.4 bar of the adsorbent is reduced to the lowest at 0.36 m of height (the middle of the column), and the corresponding pressure loss through the column is approximately 0.2 bar. At the end of the column, the partial pressure (O 2 ) is increased by desorption. Figure 12 shows that partial pressure starts to increase after about 25 s. It also means that when the column is saturated, the adsorption capacity decreases. The pressure has increased by approximately 0.2 bar at the time t = 460 s. That means the partial pressure (O 2 ) at the output of the column includes (O 2 ) air feed and (O 2 ) desorption.
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Total drop pressure through a bed is defined as
The calculated results of drop pressure at 5 bar, 5.5 bar, and 8 bar are, respectively, 0.2 bar, 0.16 bar, and 0.14 bar. This calculation result has a slight difference compared with the simulation. Both of these results are very good data to reference with the experimental results given below.
Experiment Results and Discussions
To verify the calculation and simulation results above, we conduct the experiment set up according to Figure 2 (the data Table 3 below). The investigation of a single fixed bed from 1 bar to 8 bar is carried out and we assume an adsorption time of 60 s and a desorption time of 400 s to observe the real adsorption and desorption process on real-time graphs and determine the adsorption and desorption time. According to the principle of technological parameters in the operation such as temperature, pressure, flow, and gas concentration N 2 we can observe the rule when surveying the column at 1 bar pressure. The data resolution is drawn on the graph with higher quality. Figure 13 when surveying one column according to setup mode in Table 3 at 1 bar pressure. At the higher pressures, the lower resolution makes it more difficult to see.
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(a) From 0 to 460 s (b) From 0 to 100 s From Figure 13 , we see the rule of pressure change in a column over time an adsorption cycle set. One column adsorption cycle includes pressurization time, adsorption time, pressure release time and desorption time. Observing the above graphs shows the form of the pressure line: straight-line pressurization phase with slope coefficient >0 pressure increased rapidly over time, the adsorption phase of the convex curve type slightly increased to constant, straight-line pressure release phase with slope coefficient <0 pressure rapid decrease over time, the desorption phase form From Figure 13 , we see the rule of pressure change in a column over time an adsorption cycle set. One column adsorption cycle includes pressurization time, adsorption time, pressure release time and desorption time. Observing the above graphs shows the form of the pressure line: straight-line pressurization phase with slope coefficient >0 pressure increased rapidly over time, the adsorption phase of the convex curve type slightly increased to constant, straight-line pressure release phase with slope coefficient <0 pressure rapid decrease over time, the desorption phase form concave curve pressure decreases slowly under low pressure and desorption along time. From this figure, we can determine the drop pressure through the column. Figure 13 shows the two-dimensional (2D) section of the change and distribution of the total pressure over time and the height of the column; it is similar to the three-dimensional (3D) simulation of partial pressure presented in Figures 4, 7 and 10, which are processed by MATLAB according to Equation (4).
+
Mass flow input/output: Experimental results of input/output flow stream are obtained by 02 sensors FM1, FM2 (slm) referring to standard conditions. The experimental results at 1 bar pressure are observed in Figure 14 (the blue line is the flow from FM1, the red line is the flow from FM2). The difference between the two lines can determine the adsorption and desorption processes of the column Figure 2 ). Figure 15 , we can see the changing law N2 gas and O2 gas concentration at the output of the column over time, here we can determine the pressurization time, adsorption time, pressure release time, desorption time, and the change in concentration according to pressure until saturation. From this image, we can determine the amount of adsorption.
Concentration of gas N2 at the output of the column: Experimental results of concentration N2 and O2 obtained by CT-02 sensor are observed in Figure 15 at 1 bar pressure. The highest concentration of N2 reached 82.6%. Figure 14 . Mass flow input/output of a single fixed bed (see Figure 2 ). Figure 15 , we can see the changing law N 2 gas and O 2 gas concentration at the output of the column over time, here we can determine the pressurization time, adsorption time, pressure release time, desorption time, and the change in concentration according to pressure until saturation. From this image, we can determine the amount of adsorption.
Concentration of gas N 2 at the output of the column: Experimental results of concentration N 2 and O 2 obtained by CT-02 sensor are observed in Figure 15 at 1 bar pressure. The highest concentration of N2 reached 82.6%. time, desorption time, and the change in concentration according to pressure until saturation. From this image, we can determine the amount of adsorption.
Concentration of gas N2 at the output of the column: Experimental results of concentration N2 and O2 obtained by CT-02 sensor are observed in Figure 15 at 1 bar pressure. The highest concentration of N2 reached 82.6%. Figure 15 . Concentration of gas N2 at the output of a single fixed bed (see Figure 2 ). Figure 15 shows clearly that the concentration of N2 gas changes over time at the output of the column. The time of hypertension is the time when the concentration does not change, the adsorption time is the time of increasing concentration of N2 gas, the pressure drop time is constant high concentration-time (this is the time to take reasonable products), and the time of sorption release is the time that N2 concentration decreases.
Combining Figures 13-15 , we can completely determine the parameters of time, amount of adsorbed and pressure loss through the column. The following Table 4 presents experimental results of column survey from 1 bar to 8 bar. However, the 5 bar column has shown saturation. Figure 2 ). Figure 15 shows clearly that the concentration of N 2 gas changes over time at the output of the column. The time of hypertension is the time when the concentration does not change, the adsorption time is the time of increasing concentration of N 2 gas, the pressure drop time is constant high concentration-time (this is the time to take reasonable products), and the time of sorption release is the time that N 2 concentration decreases.
Combining Figures 13-15 , we can completely determine the parameters of time, amount of adsorbed and pressure loss through the column. The following Table 4 presents experimental results of column survey from 1 bar to 8 bar. However, the 5 bar column has shown saturation. Table 4 is clearly shown in Figures 17-20 below, showing the relationship and interplay between the technological parameters and workability of the column. Survey data to 8 bar demonstrate saturation of the column. are experimental results of one column from 1 bar to 8 bar pressure. We can observe that, at 5 bar pressure, the column reaches saturation state. Figure 16 presents the flow measurement of input/output streams of the column from 1 bar to 8 bar pressure, and the black line is the amount of adsorbed O 2 .
The amount of O2 gas absorbed per 1 kg CMS-240, kg 0.0007 0.0012 0.0020 0.0038 0.0044 Table 4 is clearly shown in Figures 17-20 below, showing the relationship and interplay between the technological parameters and workability of the column. Survey data to 8 bar demonstrate saturation of the column. are experimental results of one column from 1 bar to 8 bar pressure. We can observe that, at 5 bar pressure, the column reaches saturation state. Figure 16 presents the flow measurement of input/output streams of the column from 1 bar to 8 bar pressure, and the black line is the amount of adsorbed O2. Figure 16 . The amount of adsorbed material depends on the adsorption pressure. Figure 16 shows that when the pressure increases, the inlet/outlet airflow also increases, the amount of adsorbent increases to a certain limit at 5 bar pressure. Figure 17 shows the experimental results of the boosting time and adsorption time from Figure 16 shows that when the pressure increases, the inlet/outlet airflow also increases, the amount of adsorbent increases to a certain limit at 5 bar pressure. Figure 17 shows the experimental results of the boosting time and adsorption time from Figure 17 shows that when the pressure increases, pressurization time and adsorption time also increased to the limit at 5 bar pressure. Figure 18 presents the experimental data of the drop pressure changing over time and according to the height of the column, which is shown in Figure 13 . This result is determined by the maximum difference between the sensors CB-1.1 and CB-1.6. Figure 17 shows that when the pressure increases, pressurization time and adsorption time also increased to the limit at 5 bar pressure. Figure 18 presents the experimental data of the drop pressure changing over time and according to the height of the column, which is shown in Figure 13 . This result is determined by the maximum difference between the sensors CB-1.1 and CB-1.6. Figure 17 shows that when the pressure increases, pressurization time and adsorption time also increased to the limit at 5 bar pressure. Figure 18 presents the experimental data of the drop pressure changing over time and according to the height of the column, which is shown in Figure 13 . This result is determined by the maximum difference between the sensors CB-1.1 and CB-1.6. Figure 18 shows that when the mass flow increases, drop pressure also increased Figure 19 presents the highest concentration of N2 gas at the output of the column from 1 bar to 8 bar pressure. Figure 18 shows that when the mass flow increases, drop pressure also increased. Figure 19 presents the highest concentration of N 2 gas at the output of the column from 1 bar to 8 bar pressure. Figure 17 shows that when the pressure increases, pressurization time and adsorption time also increased to the limit at 5 bar pressure. Figure 18 presents the experimental data of the drop pressure changing over time and according to the height of the column, which is shown in Figure 13 . This result is determined by the maximum difference between the sensors CB-1.1 and CB-1.6. Figure 18 shows that when the mass flow increases, drop pressure also increased Figure 19 presents the highest concentration of N2 gas at the output of the column from 1 bar to 8 bar pressure. Figure 19 . The dependence of N2 concentration on adsorption pressure. Figure 19 . The dependence of N 2 concentration on adsorption pressure. Figure 19 shows that when the pressure increases, concentration N2 gas at output also increased to 5 bar, after decreasing due to the saturation. Figure 20 is the experimental data of absorbed O2 by determining the difference between input and output flow with sensors FM1 and FM2 from 1 bar to 8 bar pressure. Figure 20 shows that, when the pressure increases, the amount of O2 gas absorbed also increased to 5 bar, remaining so as pressure increases further due to the saturation.
From Figures 16-20 , we see the optimal working point of the column at a pressure of 5 bar, the concentration N2 gas product of the column reaches the highest of 93.4%. The maximum amount of adsorbent 18.26 L/minute is equivalent to 0.0044 kg O2/1 kg CMS-240.The maximum adsorption time of O2 gas is 35 s. The maximum pressurization is 15 s.
Finally, the compare simulation and experimental results are listed in Table 5 . Figure 19 shows that when the pressure increases, concentration N 2 gas at output also increased to 5 bar, after decreasing due to the saturation. Figure 20 is the experimental data of absorbed O 2 by determining the difference between input and output flow with sensors FM1 and FM2 from 1 bar to 8 bar pressure. Figure 20 shows that, when the pressure increases, the amount of O 2 gas absorbed also increased to 5 bar, remaining so as pressure increases further due to the saturation.
From Figures 16-20 , we see the optimal working point of the column at a pressure of 5 bar, the concentration N 2 gas product of the column reaches the highest of 93.4%. The maximum amount of adsorbent 18.26 L/minute is equivalent to 0.0044 kg O 2 /1 kg CMS-240.The maximum adsorption time of O 2 gas is 35 s. The maximum pressurization is 15 s.
Finally, the compare simulation and experimental results are listed in Table 5 . 
Conclusions
Based on the proposed theory and simulation and experimental results, we have some conclusions to highlight as follows. Calculating and simulating adsorption columns is a very difficult task to deal with, however, with a suitable theory and mathematical tools, such as the help of computer software, we can simulate the partial pressure change of the adsorbed substance over time and in the direction Processes 2019, 7, 654 20 of 21 height of the column. The partial pressure of the adsorbed material decreases both over time and the height of the column. The optimum working pressure of the column is 5.5 bar and adsorption time is 25 s. This simulation result is nearly accurate and has a margin of about 20% due to the rate of change, which in the simulation we calculated the speed as constant at the time of the column input. Drop pressure in this process is 0.148 bar. From the experimental research results, we understand the adsorption column uses a CMS-240 carbon molecular sieve material to separate N 2 from air working in environmental, isothermal, working regime stability (pressure change over time) can separate N 2 gas to reach a maximum concentration of 93%. Total pressure changes over time and decreases with column height. The optimal working mode at a pressure of 5 bar with adsorption time parameters is determined in Figure 20 . Experimental results also show the mutual influence of technological parameters and the adsorption capacity of materials and columns.
The results of simulated and experimental research are very reliable on the basis of practical models and perfect laboratory equipment. The research methods and results are a solid basis for studying two columns and equipment according to the PSA cycle. 
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